
CALIFORNIA REGIONAL WATER QUALI'l'Y CON'l'ROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 85-53

NPDES NO. CA0038024

HEISSUING WAS'l'E DISCHARGE HEQUIREMENTS FOR:

FAIHFIELD-SOISUN SEltiER DIS'l'HICT
SOLANO COUN'1'Y

The California Regional Water Quality Control Board, San
Francisco Bay Region (hereinafter Board), finds that:

1. The Fairfield-Suisun Sewer District (hereinafter discharger)
submitted a Report of Waste Discharge dated November 11,
1983 for reissuance of NPDES Permit No. CA0038024.

2. '1'he discharqer presently discharges an average dry weather
flow of 11.1 million gallons per day (mgd) from its advanced
wastewater treatment plant which has a dry weather design
capacity of 15.6 mgd. This plant treats domestic and
industrial wastewater from the City of Fairfield, Suisun
City and Travis Air Force Base. Treatment consists of
primary sedimentation, trickling filters, intermediate
clarification, activated sludge, secondary treatment
incorporatinq nitrification and secondary clarification,
filtration with the capability of in-line coagulation,
disinfection and dechlorination. Sludge is thickened,
anaerobically digested, filter pressed and disposed of at a
permitted land disposal site.

Treated effluent is reclaimed for irrigation during the
summer by the Solano Irrigation District and the excess is
discharged to Boynton Slouqh, a tributary of Suisun Slough
and Suisun Bay. Effluent is discharged durinq the remainder
of the year to Boynton Slough and/or the managed duck ponds
of Suisun Marsh. Both Boynton Slough and the duck ponds are
waters of the State and united States. The outfall to
Boynton Slough is a surface discharge at the shoreline.
[Latitude 38 deg., 12 min., 33 sec.] [Longitude 122 deg., 3
min., 24 sec.]

3. The discharqe is presently governed by Waste Discharge
Hequirements, Order Nos. 79-48 and 82-45, which allow
discharge into Boynton Slouqh.










































